Columbus McKinnon Corporation
Amherst, NY  USA

NOTES:

1. DIMENSIONS ARE MAXIMUM
2. CONSULT ORDER ACKNOWLEDGEMENT FOR SPECIFIC SPEEDS, VOLTAGES, CAPACITIES AND OPTIONS ON YOUR ORDER
3. SHOWN DRAWING VIEWS ARE FOR 14" BEAM FLANGE WIDTH, 20 FT LIFT MODEL

CONTROL ENCLOSEMENT

WHEEL TREAD

(0.15/8) RUBBER BUMPER (OPTIONAL)

GEARED LIMIT SWITCH

WIRE ROPE DEAD END WITH OVERLOAD DEVICE

MAXIMUM FLANGE THICKNESS 1.63"

VIEW A-A

MOTOR ASM. NOT SHOWN FOR BETTER CLARITY

NOTES:

1. DIMENSIONS ARE MAXIMUM
2. CONSULT ORDER ACKNOWLEDGEMENT FOR SPECIFIC SPEEDS, VOLTAGES, CAPACITIES AND OPTIONS ON YOUR ORDER
3. SHOWN DRAWING VIEWS ARE FOR 14" BEAM FLANGE WIDTH, 20 FT LIFT MODEL

CLEARANCE DIAGRAM
A-FRAME MONORAIL
3.2 TONNE

Material No:
Standard:
Standard Dimensional Tolerances Unless Otherwise Specified
0" to 60"    Over 60"
.X  .020
.XX    .010
.XXXX  .005
Ang 0    30'

Material:

Columbus McKinnon Corporation
Hoist & Rigging - Americas
Amherst, NY  USA

NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION: THIS DRAWING AND/OR TECHNICAL INFORMATION IS ISSUED IN CONFIDENCE FOR ENGINEERING INFORMATION ONLY AND MAY NOT BE REPRODUCED OR USED TO MANUFACTURE ANYTHING SHOWN OR REFERRED TO HEREIN. THIS DRAWING AND/OR TECHNICAL INFORMATION IS THE PROPERTY OF CMCO AND IS SUBJECT TO RECALL BY CMCO AT ANY TIME.