### Technical Data
- **Hoist Platform:** 3 Ton Wire Rope Hoist
- **Rated Lift Capacity:** 3,000 lbs.
- **Actual Lift Distance:** 40 ft (22 m)
- **Maximum Lifting Speed:** 28 ft/min (9.4 m/min)
- **Reeving Style:** 2-Part Single-Reeved
- **Hoist Control Type:** Variable Speed
- **Hoist Suspension Type:** Underhung Motorized Trolley
- **Trolley Traverse Speed:** 80 ft/min (24.3 m/min)
- **Trolley Control Type:** Two-Speed
- **Trolley Ramps:** Included
- **Hoist Duty Classification:** M4/M5
- **Operating Voltage:** 460V/3PH/60Hz
- **Control Voltage:** 220VAC
- **Hoist Motor (Main) HP:** 7.5 HP
- **Trolley Motor HP:** 0.6 HP
- **Trolley Motor QTY:** 1
- **Base Weight of Hoist (lbs):** 6722

### Dimensional Data
- **B:** 25.94 Inch
- **C:** 19.27 Inch
- **D:** 24.23 Inch
- **E:** 24.15 Inch
- **F:** 34.09 Inch
- **G:** 13.53 Inch
- **H:** 26.50 Inch
- **V:** 3.94 Inch
- **W:** 22.44 Inch
- **H:** 29.37 Inch
- **H:** 33.4 Inch
- **E:** 50.8 Inch
- **X:** 1.54 Inch
- **AP:** 1.52 Inch
- **AQ:** 8.56 Inch

### Notes:
- Dimensions B, E, F, and W are shown for a beam flange with 8.00 inches. These dimensions are measured from CAD models and considered as approximate values.