Columbus McKinnon Corporation
Getzville, NY USA

NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION
Columbus McKinnon Corporation (CMCO) claims proprietary rights in the material disclosed hereon. This drawing and/or technical information is issued in confidence for engineering information only and may not be reproduced or used to manufacture anything shown or referred to hereon without direct permission from CMCO to the user. This drawing and/or technical information is loaned for mutual assistance and is subject to recall by CMCO at any time. This drawing and/or technical information is the property of CMCO.

ACTUAL FLANGE WIDTH SETTING (IN)
4.68 5.70 6.90 7.50 8.00 9.05 10.06 12.25 12.80 13.76 14.80 15.75 16.70 17.75 18.70 19.70

MINIMUM HEADROOM DIMENSION "A" (IN)
34.06 35.16 36.53 37.68 38.85 39.96 41.00 42.60 43.30 44.54 45.84 47.05 48.18 49.44 50.58 51.77

TECHNICAL DATA
HOST PLATFORM
EN WIRE ROPE HOST

HOST MODEL NUMBER
YKC-L06-L07-040S225-2

RATED LIFT CAPACITY
6 AND 7.5 U.S. TON

ACTUAL LIFT DISTANCE
40 FT (12.2 M)

MAXIMUM LIFTING SPEED
25 FT/MIN (7.6 M/MIN)

REELING STYLE
E-ART SINGLE-REELVED

HOST CONTROL TYPE
WB-SPEED

HOST SUSPENSION TYPE
UNDERHUNG MOTORIZED TROLLEY

TROLLEY TRAVERSE SPEED
80 FT/MIN (24.38 M/MIN)

TROLLEY CONTROL TYPE
WB-SPEED

TROLLEY BUMPERS
INCLUDED

HOST DUTY CLASSIFICATION
40/4M

OPERATING VOLTAGE
460V/3PH/60HZ

CONTROL VOLTAGE
20VAC

HOST MOTOR (MAIN HP)
4.50

TROLLEY MOTOR HP
0.9

TROLLEY MOTOR CRY

BASE WEIGHT OF HOST (LBS)
3988.01

NOTE: * DIMENSIONS D, E, AND W ARE SHOWN FOR A BEAM FLANGE WIDTH 8.0 INCHES. THESE DIMENSIONS ARE MEASURED FROM CAR MODELS AND CONSIDERED AS APPROXIMATE VALUES.