NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION

Columbus McKinnon Corporation (CMCO) claims proprietary rights in the material disclosed hereon. This drawing and/or technical information is issued in confidence for engineering information only and may not be reproduced or used to manufacture anything shown or referred to hereon without direct permission from CMCO to the user. This drawing and/or technical information is loaned for mutual assistance and is subject to recall by CMCO at any time. This drawing and/or technical information is the property of CMCO.

CLEARANCE DIAGRAM
15 TON 33 FT LIFT S4 REEVING 25 FT/MIN

NOTE:
- Dimensions D, E, E1, and V are shown for a beam flange width 8.50 inches. These dimensions are measured from CAD models and considered as approximate values.

TECHNICAL DATA

HOIST PLATFORM
IN WIRE ROPE HOIST

HOIST MODEL NUMBER
YKC-L15-033S425-V

RATED LIFT CAPACITY
15 TONS

ACTUAL LIFT DISTANCE
33 FT (991.1525)

MAXIMUM LIFTING SPEED
25 FT/Min (7.6 M/Min)

REEVING STYLE
A-PART SINGLE-REEVED

Hoist Control Type
VARIABLE SPEED

Hoist Suspension Type
UNDERMOUNT MOTOR/GE TROLLEY

Trolley Traverse Speed
30 FT/Min (9.14 M/Min)

Trolley Control Type
TWO-SPEED

Trolley Bumpers
INCLUDED

Hoist Duty Classification
A3

Operating Voltage
460V/3PH/60Hz

Control Voltage
208V

Hoist Motor (AMD) HP
25.8

Trolley Motor HP
28

Trolley Motor Oty.

Base Weight of Hoist (lbs)
6124