**Clearance Diagram**

- **30 Ton 33 Ft Lift S4 Reeving 10 Ft/Min**

**Dimensions:**

- **B:** 43.64 INCH
- **C:** 44.59 INCH
- **D:** 30.69 INCH
- **E:** 28.86 INCH
- **G:** 21.84 INCH
- **W:** 26.51 INCH
- **Wb:** 7.87 INCH
- **WB:** 7.50 INCH
- **H:** 88.23 INCH
- **H1:** 65.7 INCH
- **HE:** 8.66 INCH
- **XB:** 334 INCH
- **AP:** 30.02 INCH
- **AO:** 7.64 INCH

**Technical Data:**

- **Host Platform:** 3/4 Wire Rope Hoist
- **Host Model Number:** YKE-530-033S410-2
- **Rated Lift Capacity:** 30 U.S. Ton
- **Actual Lift Distance:** 33 FT (10.1 M)
- **Maximum Lifting Speed:** 10 FT/MIN (3.0 M/MIN)
- **Reeving Style:** 4-Part Single-Reeved
- **Host Control Type:** Two-Speed
- **Host Suspension Type:** Underslung Motorized Trolley
- **Trolley Traverse Speed:** 80 FT/MIN (24.38 M/MIN)
- **Trolley Control Type:** Two-Speed
- **Trolley Bumpers:** Included
- **Host Duty Classification:** M3
- **Operating Voltage:** 460V/3PH/60Hz
- **Control Voltage:** 120VAC
- **Host Motor (Main HP):** 26.8
- **Trolley Motor HP:** 2 x 6.9
- **Trolley Motor Cyt:** 2
- **Base Weight of Host (Lb):** 5917

**Notice to Persons Receiving this Drawing and/or Technical Information:**

Columbus McKinnon Corporation (CMCO) claims proprietary rights in the material disclosed hereon. This drawing and/or technical information is issued in confidence for engineering information only and may not be reproduced or used to manufacture anything shown or referred to hereon without direct permission from CMCO to the user. This drawing and/or technical information is loaned for mutual assistance and is subject to recall by CMCO at any time. This drawing and/or technical information is the property of CMCO.