COLUMBUS MCKINNON CORPORATION
Amherst, NY USA

CAPACITY: 15T (30,000 LB)
REEVING: 3PD, 12MM ROPE DIA
HOIST MOTOR: 15HP (OPTIONAL 20HP OR 25HP) INVERTER DUTY WITH 200% HOLDING BRAKE
LIFT SPEED: 14 FPM (OPTIONAL 19 FPM OR 23 FPM) WITH FLUX VECTOR CONTROL
TROLLEY: 200MM DIA WHEELS, 100 FPM WITH VFD CONTROL
LIFT: 26 FT
MAX WHEEL LOAD: 9727 LB
POWER: 460V/3PH/60HZ
CONSULT ORDER ACKNOWLEDGEMENT FOR SPECIFIC SPEEDS, VOLTAGES AND CAPACITIES.

ADD 1.85" FOR 20HP
ADD 6.69" FOR 25HP
LENGTHS ARE VALID FOR 460V MOTOR ONLY
CONSULT FACTORY FOR 230V OR 575V OPTION

Columbus McKinnon Corporation (CMCO) claims proprietary rights in the material disclosed hereon. This drawing and/or technical information is issued in confidence for engineering information only and may not be reproduced or used to manufacture anything shown or referred to or the contents thereof shall not be disclosed to others without the consent of CMCO, and is subject to recall by CMCO at any time. This drawing and/or technical information is the property of CMCO.