COLUMBUS McKINNON CORPORATION

MINIMUM LIFT

6.8 TYP.

WHEEL BASE

76.5

63.0 WHEEL TREAD

MAXIMUM LIFT

96

ADD 1.85" FOR 20HP
ADD 6.69" FOR 25HP
LENGTHS ARE VALID FOR 460V MOTOR ONLY
CONSULT FACTORY FOR 230V OR 575V OPTION

CAPACITY: 15T (30,000 LB)
REEVING: 3PD, 12MM ROPE DIA
HOIST MOTOR: 15HP (OPTIONAL 20HP OR 25HP) INVERTER DUTY WITH 200% HOLDING BRAKE
LIFT SPEED: 14 FPM (OPTIONAL 19 FPM OR 23 FPM) WITH FLUX VECTOR CONTROL
TROLLEY: 200MM DIA WHEELS, 100 FPM WITH VFD CONTROL
LIFT: REF TABLE
POWER: 460V/3PH/60HZ
CONSULT ORDER ACKNOWLEDGEMENT FOR SPECIFIC SPEEDS, VOLTAGES AND CapacITIES.

GAGE (IN) A (IN) B (IN) LIFT (FT) MAX WHEEL LOAD (LB)

<table>
<thead>
<tr>
<th>GAGE (IN)</th>
<th>A (IN)</th>
<th>B (IN)</th>
<th>LIFT (FT)</th>
<th>MAX WHEEL LOAD (LB)</th>
</tr>
</thead>
<tbody>
<tr>
<td>96</td>
<td>62.5</td>
<td>26.5</td>
<td>26</td>
<td>9944</td>
</tr>
<tr>
<td>65.5</td>
<td>23.5</td>
<td>30</td>
<td>9864</td>
<td></td>
</tr>
<tr>
<td>68.5</td>
<td>20.5</td>
<td>34</td>
<td>9984</td>
<td></td>
</tr>
<tr>
<td>71.5</td>
<td>17.5</td>
<td>40</td>
<td>9990</td>
<td></td>
</tr>
<tr>
<td>74.5</td>
<td>14.5</td>
<td>44</td>
<td>9924</td>
<td></td>
</tr>
<tr>
<td>77.5</td>
<td>11.5</td>
<td>48</td>
<td>9943</td>
<td></td>
</tr>
<tr>
<td>80.5</td>
<td>8.5</td>
<td>53</td>
<td>9963</td>
<td></td>
</tr>
</tbody>
</table>

ADD 1.85" FOR 20HP
ADD 6.69" FOR 25HP
LENGTHS ARE VALID FOR 460V MOTOR ONLY
CONSULT FACTORY FOR 230V OR 575V OPTION

Columbus McKinnon Corporation
Amherst, NY  USA

NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION

Standard Dimensional Tolerances Unless Otherwise Specified

0" to 60"    Over 60" .X  .020  .025

.XX  .010  .015

.XXX  .005  .010

Ang 0 0 30'

0 0 30'

12/7/2015 APCCE